
Am I able to take this indicator off my grain 
cart and use it on my seed tender? 

A: Yes, the 2060 is truly one indicator designed for two 
seasons. Field Foreman on the 2060 comes with standard 
application software for both planting and harvesting.  The 
calibration number for the weigh cells is the only setting 
that needs to be changed on the indicator.  Depending 
on the current cable configurations of the equipment, an 
interface/adapter cable may need to be purchased.

Is the system easy to learn and operate?

A: The 2060 combines a large graphic display with five soft 
keys (F1-F5) to create a user-friendly experience that walks 
the user through the correct button to press at each step. 
The graphic display and soft keys allow the 2060 to display 
the relevant choices only for that particular screen, creating 
a very intuitive, user-friendly program.

Do I need to use test weights to calibrate the 
2060 on my seed tender or grain cart?

A: The 2060 is pre-calibrated. You only need to enter in 
the Configuration Code Number that corresponds to the 
calibration size of the weigh cells fitted on the grain cart or 
seed tender. 

Does the 2060 automatically record grain cart 
transactions without having to push a button?

A: Yes, simply turn on the SmartLoad automatic grain cart 
load tracking. SmartLoad is software based and it tracks the 
grain cart flow rate and references the correct beginning 
point to accurately track every load without having to use 
any cables or sensors.  SmartLoad is standard with the 2060 
providing a more reliable, cost effective solution compared 
to paying extra for cables and sensors. In between loads 
the user has the option to change the following categories 
that are assigned to each transaction: Field, Hybrid, Truck, 
Delivery Location and Custom ID. 

Can the system track individual weights in separate 
hoppers or pro boxes with one scale system?

A: Field Foreman is capable of tracking individual weights 
and seeds per pound in up to eight pro boxes or hoppers 
on a seed tender. This allows the user to know exactly how 
much seed is left in each pro box or hopper.

Will it work with my existing scale system 
on my grain cart or seed tender?

A: Connects to any existing grain cart with strain gauged/
weigh cell scale system. The 2060 is available in multiple 
connector configurations to connect properly to existing 
Avery Weigh-Tronix or other manufacturers’ weigh cells. 
Consult your OEM on compatibility with any existing 
control systems.

Can I connect a remote display or other 
peripheral devices to the 2060?

A: The 2060 comes standard with two RS-232 com ports.  
COM port 1 is plug and play with Avery Weigh-Tronix XLR 
series remote displays.  COM port 2 is plug and play with 
our CP103 printer.

What does the Load/Unload feature 
do in standard scale mode?

A: This feature simply allows you to enter in a target weight 
to load or unload from the scale. The target weight will 
count down along with a bar graph that gets smaller as 
you get closer to the target.

In the scale mode will the load/unload transactions 
be saved in the transaction database?

A: These transactions are not saved to the database but 
can be printed using the optional CP103 printer.

What triggers the alarm light/output?

A: The trigger is based on the target weight and can be 
set to go off at the target or also to flash when within a % 
or weight increment of the desired target. A solid alarm 
output is provided once the target is met. The user can 
also use Pre-Act setting, in which the alarm produces a 
solid output instead of flashing when within a % or weight 
increment of the desired target. 
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What is the SmartGate Option?

A: SmartGate is an electric over hydraulic control of a grain 
cart gate to ensure trucks are not overfilled. Check with your 
grain cart OEM on compatibility.

Will the 2060 work with my existing 
Seed Tender controls?

A: The 2060 has a 9-pin I/O connector that allows 
compatibility with many seed tender OEMs’ automatic 
control systems when using a cable specifically wired for this 
application.

What happens if the indicator is left 
on - will it drain my battery?

A: The 2060 has a sleep timeout feature that when turned 
on will auto shut off the indicator when it is left idle for the 
preset timeframe.

On the Farm Foreman PC Software what type of 
exporting formats are available for my reports?

A: Besides the ability to print the report you may export to 
Excel, Word or PDF formats.

How do I transfer farm information and 
transaction data between Farm Foreman pc 
software and the 2060 with Field Foreman? 

A: Information is transferred between the PC software and 
indicator via USB stick. The process is simple and requires just 
one selection prompt to begin the transfer process.

Is Farm Foreman PC software compatible with the 
3060 touchscreen with Field Foreman or iForeman?

A: The 2060 with Field Foreman is the only indicator currently 
compatible with Farm Foreman PC software.

Can the 2060 with Field Foreman be used 
without the Farm Foreman PC software?

A: Farm information can be entered in the 2060 without Farm 
Foreman PC software. Farm Foreman PC software is needed 
to transfer and view transaction data.

Can the 2060 Field Foreman transaction data be 
edited once loaded onto Farm Foreman PC?

A: The user can edit delivery location and moisture % (part of 
automatically calculating shrink) for each transaction. If the 
user wants to edit additional categories, they can export the 
transactions to Excel.

What standard reports are available on 
the Farm Foreman PC package?

A: There are five standard harvesting reports and three 
standard planting reports:

Harvest Reports: Transactions, Field, Hybrid, Location and Truck 

Planting Reports: Transactions, Field and Hybrid

On the Farm Foreman PC package, what type of data 
can be filtered when generating custom reports?

A: Farm Foreman PC allows you to filter by the following 
categories for harvest transactions: Field, Grain Type, Hybrid, 
Truck, Location and Custom ID. In addition, Farm Foreman PC 
allows you to filter using the following ranges: Date, Weight, 
Field Size, Test Weight and Moisture %.

The following categories can be filtered for planting 
transactions: Field, Grain Type, Hybrid, Lot Number, Planter 
and Treatments. In addition the following ranges can also 
be filtered: Target Weight, Target Population, Actual Weight, 
Actual Population, Field Size and Seed Weight.

What happens if downloading transaction 
data multiple times during the season?

A: All transaction data is saved until the user clears the 2060 
data base. Farm Foreman PC recognizes which transactions 
are unique new ones and which are older duplicate 
transactions.
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